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(o) Extraneous materials or supplies
should not be transported on top of
equipment; however, materials and
supplies that are necessary for or re-
lated to the operation of such equip-
ment may be transported on top of
such equipment if a hazard is not intro-
duced.

[35 FR 17890, Nov. 20, 1970, as amended at 53
FR 46786, Nov. 18, 1988]

§ 75.1403–8 Criteria—Track haulage
roads.

(a) The speed at which haulage equip-
ment is operated should be determined
by the condition of the roadbed, rails,
rail joints, switches, frogs, and other
elements of the track and the type and
condition of the haulage equipment.

(b) Track haulage roads should have
a continuous clearance on one side of
at least 24 inches from the farthest pro-
jection of normal traffic. Where it is
necessary to change the side on which
clearance is provided, 24 inches of
clearance should be provided on both
sides for a distance of not less than 100
feet and warning signs should be posted
at such locations.

(c) Track haulage roads developed
after March 30, 1970, should have clear-
ance on the ‘‘tight’’ side of at least 12
inches from the farthest projection of
normal traffic. A minimum clearance
of 6 inches should be maintained on the
‘‘tight’’ side of all track haulage roads
developed prior to March 30, 1970.

(d) The clearance space on all track
haulage roads should be kept free of
loose rock, supplies, and other loose
materials.

(e) Positive stopblocks or derails
should be installed on all tracks near
the top and at landings of shafts,
slopes, and surface inclines.

§ 75.1403–9 Criteria—Shelter holes.
(a) Shelter holes should be provided

on track haulage roads at intervals of
not more than 105 feet unless otherwise
approved by the Coal Mine Safety Dis-
trict Manager(s).

(b) Shelter holes should be readily
accessible and should be at least 5 feet
in depth, not more than 4 feet in width
(except crosscuts used as shelter holes)
and at least the height of the coal seam
where the coal seam is less than 6 feet
high and at least 6 feet in height where

the coal seam is 6 feet or more in
height.

(c) Shelter holes should be kept free
of refuse and other obstructions. Cross-
cuts used as shelter holes should be
kept free of refuse or other materials
to a depth of at least 15 feet.

(d) Shelter holes should be provided
at all manually operated doors and at
switch throws except: (1) At room
switches, or (2) at switches where more
than 6 feet of side clearance is pro-
vided. The Coal Mine Safety District
Manager(s) may permit exemption of
this requirement if such shelter holes
create a hazardous roof condition.

(e) At each underground slope land-
ing where men pass and cars are han-
dled, a shelter hole at least 10 feet in
depth, 4 feet in width, and 6 feet in
height should be provided.

§ 75.1403–10 Criteria—Haulage; gen-
eral.

(a) A permissible trip light or other
approved device such as reflectors, ap-
proved by the Coal Mine Safety Dis-
trict Manager(s), should be used on the
rear of trips pulled, on the front of
trips pushed and on trips lowered in
slopes. However, trip lights or other
approved devices need not be used on
cars being shifted to and from loading
machines, on cars being handled at
loading heads, during gathering oper-
ations at working faces, when trailing
locomotives are used, or on trips pulled
by animals.

(b) Cars on main haulage roads
should not be pushed, except where
necessary to push cars from side tracks
located near the working section to the
producing entries and rooms, where
necessary to clear switches and
sidetracks, and on the approach to
cages, slopes, and surface inclines.

(c) Warning lights or reflective signs
or tapes should be installed along haul-
age roads at locations of abrupt or sud-
den changes in the overhead clearance.

(d) No person, other than the motor-
man and brakeman, should ride on a lo-
comotive unless authorized by the
mine foreman, and then only when safe
riding facilities are provided. No per-
son should ride on any loaded car or on
the bumper of any car. However, the
brakeman may ride on the rear bumper
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